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EROSION CONTROL  NOTES 
.1. Silt fence, bio rolls and/or catch basin inlet 

protection devices shall be installed prior to 
any land disturbing activity., 

2. Rock construction entrances shall be installed 
prior to any land disturbing activity or after 
existing driveway is removed. 

3. Any sediment that reaches the existing street 
or adjacent property shall be removed 
immediately and measures shall be taken to 
prevent further sedimentation offsite. 

4. All silt fences, bio rolls and catch basin inlet 
protection devises must be repaired, replaced, 
or supplemented when they become 
nonfunctional or the sediment reaches )5 of the 
height of the device. Repairs shall be made 
within 24 hours of discovery, or as soon as 
field conditions allow. 
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Conditions of Demolition/Moving 
• 4' construction fencing  shall enclose existing  basement perimeter and 

excavations with slopes steeper than 1:1. Attach fencing  to minimum 
5' posts buried and spaced at a maximum 10' on center. 

✓ Enclose stockpiled soils with properly installed silt fencing. 
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demolition/move - utilities abandoned at the property tine with a 
permit, foundation demolished with a separate permit, debris 
removed, demolition excavation filled to match adjacent grade and 
seed or sod placed and maintained at disturbed areas OR a permit 
must be issued for anew structure within sixty (60) days of the 

7:00am to 7:00pm Monday through Friday 
9:00am to 6:00pm Saturday 

NO WORK ON SUNDAY OR HOLIDAYS 
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